Connecting the 791 Bypass Module to the
Deluxe 200 and Deluxe 500

DELUXE 500 H7 Harness wire from the 791 to the H7/1 BLUE/BLACK

On the DELUXE 500, connect the #2 BLUE

Ignition 3 Control Output wire on the H7

H Harness.
H7 10-Pin WHITE Harness
M|H7H_BLUEBLACK () 200mA Ignition 3 Control Output |#2 BLUE wire from 791

A— [H7i2 BLACKIVIOLET (-} 200mA Channel 6§ Programmable Output

H7i4 BLACKMWHITE (-) 200mA Domelight Supervision Output

H7/5 BLACKIRED {-) 200mA Channel 5 Programmable Qutput

1. Channel 4 Programmable out (factory default setting)

H7 H7i6 PURPLE/BLACK {-) 200m#A Programmable Output 2. Ground output during start (crank)

H7i7f REDMVHITE (-} 200mA Channel 3 (Trunk) Qutput

1. Daul pulse door unlock output (factory default setting)
H7i8 LT. GREEN/BLACK 2. Factory disarm signal output
{-} 200mA Programmable Output 3. Start Status (shock sensor by-pass control) Output
H7/9 ORANGEMHITE (-) 200mA Grounded output when disarmed

H7M0 ORANGE {-) 500mA Grounded Output when armed

DELUXE 200 H4 Harness
H4 9 -Pin WHITE Harness

H4/1 VIOLETIWHITE TACH Input wire

L=

H4/2 THIN BLACK (-} Neutral Safety Switch Input &

(-} Remote Start Toggle Switch input

H4/3 BROWNIRED (+) Positive Safety Shut Down for Brake

H4/4 GRAY (-) Negative Safety Shut Down for Hood Pin Switch

H4/5 REDIWHITE (-} 200 mA Channel 3 (Trunk) Output

H4

H4/6

BROWNIBLACK Factory Security Rearm Signal Output (Factory Default Setting)
(-} 200 mA Programmable Qutput or (-} Ground Output during Start (Crank)

H4/7 BLACKIWHITE (-} 200mA Domelight Supervision Output

Dual Pulse Door Unlock Qutput (Factory Default Setting)

H4/8 LIGHT GREEN/BLACK or Factory Security Disarm Signal Output

(-) 200 mA Programmable Output or Start Status (Shock Sensor Bypass Control Output)

H4/9 BLUEIBLACK (-} 200 mA Ignition 3 Control Output
On the DELUXE 200, connect the #2 BLUE |#2 BLUE wire from 791

wire from the 791 to the H4/9 BLUE/BLACK
Ignition 3 Control Output wire on the H4
Harness.




