RS-1100P QUICK INSTALLATION DIAGRAM:

This Diagram is a BASIC INSTALLATION Diagram used ONLY for the Basic
Installation of the REMOTE STARTER Section. The Wires and Harnesses
below will be marked in RED and are NECESSARY for the installing of the
REMOTE STARTER ONLY! All other are not necessary and

can be taped up and not used!.

INSTALLATION DIAGRAM
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2. BROWN (+)

5-PIN DOORLOCK
HARNESS

WHITE/RED Ignition #2
WHITE Ignition 1

16. GRAY/BLACK (NotUsed)

Parking Light output

3. ORANGE (Not Used)
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4. REDANHITE (+) Trunk Pop Qutput
\[B}e}quires part #775 for () Truck pop

D_“""Ej’ ‘{_Requires part #775 for (+) Domelight
Light L': 5. PURPLE (-}

Domelight Supervision

6. BLUE (Not Used)

7. BLACKIBLUE (-) Hoodpin input
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14. BLACKIYELLOW {Not Used) E

13. GREEN (Not Used)

12. REDIBLACK {-)

Hood
Pin

8. BLACKMWHITE (-) Tach Input

11. BLACK to Body Ground

Factory Alarm Shut Down Output
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10. WHITE (-) Security Bypass output

{to Security Bypass Module If Required) |

9. YELLOW {Antenna)
on "E" model {(Not Used)



