RSA-202E QUICK INSTALLATION
DIAGRAM: BLUE MANUALS

This Diagram is a BASIC INSTALLATION Diagram used ONLY for the Basic
Installation of the REMOTE STARTER Section The Wires

and Harnesses below will be marked in RED and are NECESSARY for the
installing of the REMOTE STARTER ONLY! All other are not necessary and
can be taped up and not used..

“Standard Range
Antenna

When TAPPING in a
SECURITY BYPASS
MODULE tie into this
WHITE wire on the 3-pin
plug (-) Negative Qutput

3-Pin FI———18-Pin Harness

ol Bol Bop B2ny 1. BROWN/BLACK (+)/(. |BaA|
Lock/Unlock Qutput 1 REDC) ;
y to 12Volts Constant
2. GREEN/BLACK (+)/(-
| Lock/Unlock Output 17. BLACK (-) I@
3. TACH () to GROUND
Negative Input
- = =
oD 1 ([ 4. BLUE/BLACK(. 16, REDBLACKC
=laicla 5= - . FASD Output
Iloollo (m|(m = Hoodpin
SHalEL=s (Bl . Input 15. GREEN (Not Used)
o (<1212 [B|E P &
2=l =2 E
. ] ERIENE
g o= lo || |* 14. BLACK/YELL OWW (Not Used)
»5grs s
P 5w g N AMA Input [
w + /\
E 13. BLUEIBLACK (+) |
|
6. PURPLE (. Brake Input IGNITION
Domelight SWITCH
Supervision
Output ACC OH
12. YELLOW (+) OF 5T
7. WHITE/RED Ignition Input
Trunk Pop Qutput
(r=m 8. ORANGE (Not Used) 11. GRAY/BLACHK (Mot Used
I I
T
pTNwTS
H H
9. BROWN (+ 10. GRAY {Not Used) -
Parking Light Parking Light Qutput

Circuit



